GA FPM

Raclor, GA-FPM

HANSAVFLEX

Caracteristici

Tip constructiv Raclor
Viteza de alunecare max. 0,5 m/s
Temperatura min. -20 °C
Temperaturd max. 200 °C

Medii

Uleiuri minerale
Emulsii de apa

Montaj se preseaza intr-un nut deschis
Material (1) Manson: otel

Raclor: FPM
Utilizare Instalatie hidraulica
Descriere

Necesar de spatiu redus
Fara patrunderea particulelor murdare prin inelul exterior metalic.

Solutie simpla.

Indicatii referitoare comanda
Daca se utilizeaza in conditii de lucru speciale (lichid, temperatura, presiune...), va rugam sa ne contactati.

Toleranz | Tolerance
d D L
1 | Hg |20

Articol
Denumire d D L H
(mm) (mm) (mm) (mm)

GA 16 22-3 FPM 16 22 3,0 4
GA 25 35-7 FPM 25 35 7,0 10
GA 30 40-7 FPM 30 40 7,0 10
GA 32 45-4 FPM 32 45 4,0 8
GA 45 55-7 FPM 45 55 7,0 10
GA 45 60-7 FPM 45 60 7,0 10
GA 50 56-5 FPM 50 56 5,0 8
GA 60 70-7 FPM 60 70 7,0 10
GA 63 75-7 FPM 63 75 7,0 10
GA 70 80-7 FPM 70 80 7,0 10

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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