NPSL
Element combinat, NPSL HANSAVFLEX

Caracteristici
Tip constructiv Garnitura raclor tija i L
Presiune de lucru pana la 10 bari I ,.|| Lt
Viteza de alunecare max. 1,0 m/s l " 1
Temperatura min. -30 °C . - R':': |i
" " |
Temperatura max. 90 °C Toleranz  Tolerance Tiaged
Medii Uleiuri minerale d o M = A _.E Tl
Apa-aer HE/fE| HI1D | £0,10 3 20 g,zs ‘
Montaj n nuturi deschise B |
Material 75° Shore A NBR
Utilizare Instalatia pneumatica
Descriere
Garnitura fara frecare.
Element combinat garnitura-raclor
Articol
Denumire d D h H M A R
(mm) (mm) (mm) (mm) (mm) (mm) (mm)
NPSL 16 26-7 16 26 7,0 9,5 28,00 8,50 1,10
NPSL 18 26-6 18 26 6,0 8,5 28,00 7,50 1,10
NPSL 20 30-7 20 30 7,0 9,5 32,00 8,80 1,40
NPSL 22 32-7 22 32 7,0 9,5 34,50 8,80 1,40
NPSL 25 35-7 25 35 7,0 9,5 37,50 8,80 1,40
NPSL 30 40-7 30 40 7,0 9,5 42,50 8,80 1,40
NPSL 32 42-7 32 42 7,0 9,5 44,50 8,80 1,40
NPSL 40 50-7 40 50 7,0 9,5 52,50 8,80 1,40

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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