RS LA

Garnitura tija, RS-LA

HANSAVFLEX

Caracteristici
Tip constructiv Inel canelat tija
Presiune de lucru pana la 500 bari

Viteza de alunecare max. 0,5 m/s

Spaltmalk / Clearance
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50 | = 0,40|=0,50| < 0,60 |= 0,80

100 | < 0,30 [< 0,40( < 0,60 [< 0,80

200 | < 0,20 |< 0,30/ < 0,40 |< 0,60
300 | <0.15<0,20| < 0,30 [< 0.40

400 | = 0,10 |= 0,15| < 0,20 [= 0,30

300 <010 =< 0,15

Temperatura min. -30°C
Temperatura max. 80 °C
Medii Uleiuri minerale
Montaj in nuturi inchise A
n nuturi deschise B
Material (1) Garnitura: PUR
(2) Inel de sustinere: rasina acetalica / PTBR
Utilizare Instalatie hidraulica
Descriere

Garnitura fara frecare.

Rezistenta mare la frecare

Solutie simpla.

Adecvat pentru cilindru telescopic.
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Denumire D o] L Nuturi conform
(mm) (mm) (mm)

RS 45 52-LA 52,0 45 14,0 -

RS 50 60-LA 60,0 50 8,0 -

RS 50 70-LA 70,0 50 13,0 -

RS 60 68-LA 68,0 60 14,0 -

RS 60 69-LA 69,0 60 11,0 -

RS 60 80-LA 80,0 60 13,0 -

RS 63 83-LA 83,0 63 13,0 -

RS 70 85-LA 85,0 70 12,5 -

RS 78 86-LA 86,0 78 14,0 -

RS 80 95-LA 95,0 80 12,5 ISO 5597

RS 97 105-LA 105,0 97 14,0 -

RS 100 120-LA 120,0 100 14,5 -

RS 118 126-LA 126,0 118 14,0 -

RS 125 145-LA 145,0 125 13,0 -

RS 143 151-LA 151,0 143 14,0 -

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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