WP
Ghidaj piston, WP HANSAVFLEX

Caracteristici
Viteza de alunecare max. 5,0 m/s

Presiune superficiald la 20°C 15 N/mm2; la 100°C 10 N/mm3 ' | i
Temperatura min. -30 °C i | ]T_
Temperatura max. 110 °C : | T
Medii Uleiuri minerale - ! ' ¥ i

Emulsii de apa ! T
Montaj se asaza in nut \_ - Tﬁlsrarz IJElerarE,e
Material Rasina acetalica + fibre de sticla L 0 [+0,10

i S H8 | o05| o

Indicatie

Calculul fortei transversale; F=pxD x L xn
F= forta transversala maxima (N)

p= presare maxima pe suprafatd (N/mmz2)
D x L= suprafata proiectata (mm2)

n= numar inele

Descriere

nut simplu de montare-prelucrare si montaj
Capacitate portanta ridicata pentru cilindrul plonjor
Atentie, nu poate fi folosit ca opritor

Articol
Denumire D o] L
(mm) (mm) (mm)
WP 25 25 15 10,0
WP 30 30 20 13,0
WP 35 35 25 13,0
WP 40 40 30 13,0
WP 45 45 35 13,0
WP 55 55 45 16,0
WP 60 60 45 16,0
WP 65 65 55 16,0
WP 75 75 65 16,0
WP 85 85 75 16,0

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
30.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



