WRM-H
Raclor, WRM-H HANSAVFLEX

Caracteristici e s G
Tip constructiv Raclor _ B
Vitezs de alunecare max. 0,8 m/s 1&! fonD o oot ! 1 ok i
Temperatura min. -30°C : 3 1 : ‘ T
Temperaturd max. 110 °C T ; T,
Medii Uleiuri minerale Toleranz / Tolerance + b o
Emulsii de apa d [n] L [ -
Montaj Raclorul se deformeaza in forma de rinichi si hi1 +0,20 | +0,10 | +0,20 :
se apasa pe nutul de preluare (1] (1] 0 r=1
Material Poliester ~ -
Utilizare Instalatie hidraulica i
Descriere

Solutie simpla.
Montare simpla
Rezistenta mare la frecare

Atrticol
Denumire d D L ©
(mm) (mm) (mm) (mm)
WRM-H 20 20 28 5,0 25,5
WRM-H 25 25 33 5,0 30,5
WRM-H 28 28 36 5,0 33,5
WRM-H 30 30 38 5,0 35,5
WRM-H 32 32 40 5,0 37,5
WRM-H 36 36 44 5,0 41,5
WRM-H 40 40 48 5,0 45,5
WRM-H 45 45 53 5,0 50,5
WRM-H 50 50 58 5,0 55,5
WRM-H 60 60 70 6,3 67,0
WRM-H 70 70 80 6,3 77,0
WRM-H 80 80 90 6,3 87,0
WRM-H 90 90 100 6,3 97,0
WRM-H 100 100 115 9,5 110,0
WRM-H 110 110 125 9,5 120,0
WRM-H 125 125 140 9,5 135,0

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
09.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



