WTF B

Raclor, WTF-B

HANSAVFLEX

Caracteristici

Tip constructiv Raclor
Viteza de alunecare max. 15,0 m/s
Temperatura min. -30°C
Temperatura max. 110 °C

Medii

Uleiuri minerale

Montaj deformati intai inelul O si apoi inelul din PTFE
n forma de rinichi
si apasati-le in canelura de preluare (de la 30
mm)

Material (1) Garnitura dinamica: PTBR
(2) Garnitura statica: NBR

Utilizare Instalatie hidraulica

Descriere

frecare de alunecare redusa

Fara Stick-Slip.

Necesar de spatiu redus

Durata de viata indelungata
Extreme temperatures -45°C to 200°C with Viton O-ring.
efect de raclare foarte bun din interior asupra peliculei de ulei rezidual de pe suprafata tijei pistonului.

Toleranz / Tolerance
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Articol
Denumire d D H C
(mm) (mm) (mm) (mm)
WTF 0080 B554470 8 12,8 3,7 10,7
WTF 0100 B554470 10 14,8 3,7 12,7
WTF 0120 B554470 12 18,8 5,0 15,5
WTF 0140 B554470 14 20,8 5,0 17,5
WTF 0150 B554470 15 21,8 5,0 18,5
WTF 0160 B554470 16 22,8 5,0 19,5
WTF 0180 B554470 18 24,8 5,0 21,5
WTF 0200 B554470 20 26,8 5,0 23,5
WTF 0220 B554470 22 28,8 5,0 23,5
WTF 0250 B554470 25 31,8 5,0 28,5
WTF 0280 B554470 28 34,8 5,0 31,5
WTF 0300 B554470 30 36,8 5,0 33,5
WTF 0320 B554470 32 38,8 5,0 35,5
WTF 0350 B554470 35 41,8 5,0 38,5
WTF 0400 B554470 40 46,8 5,0 43,5
WTF 0420 B554470 42 48,8 5,0 45,5
WTF 0450 B554470 45 51,8 5,0 48,5
WTF 0500 B554470 50 56,8 5,0 53,5
WTF 0550 B554470 55 61,8 5,0 58,5
WTF 0600 B554470 60 66,8 5,0 63,5
WTF 0650 B554470 65 73,8 6,0 69,0
WTF 0700 B554470 70 78,8 6,0 74,0
WTF 0750 B554470 75 83,8 6,0 79,0
WTF 0800 B554470 80 88,8 6,0 84,0
WTF 0850 B554470 85 93,8 6,0 89,0
WTF 0900 B554470 90 98,8 6,0 94,0
WTF 0950 B554470 95 103,8 6,0 99,0
WTF 1000 B554470 100 108,8 6,0 104,0
WTF 1050 B554470 105 113,8 6,0 109,0
WTF 1100 B554470 110 118,8 6,0 114,0
WTF 1200 B554470 120 128,8 6,0 124,0
WTF 1500 B554470 150 158,8 6,0 154,0
WTF 1530 B554470 153 161,8 6,0 157,0
WTF 1700 B554470 170 178,8 6,0 174,0
WTF 1730 B554470 173 181,8 6,0 177,0
WTF 2100 B554470 210 218,8 6,0 214,0
WTF 2400 B554470 240 248,8 6,0 2440

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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