AGRI WAS LR

Furtun de apa plat

HANSAVFLEX

Caracteristici
Domeniul de utilizare

Agrotehnica
Industrie si constructii

Caracteristici speciale

poate fi supus la eforturi foarte mari datorita
insertiilor cu rezistenta mare la rupere

Strat interior

PvC

Insertie

Insertie textila

Strat exterior

NBR
cu nervuri de protectie longitudinale

Culoarea negru
Temperatura min. -20 °C
Temperatura max. 100 °C
Medii Apa
Aer
Ulei
benzina.

Indicatie
De asemenea este adecvat si pentru aer, ulei, benzina

Articol
Denumire @ interior Grosimea peretelui Presiune de lucru Lungimea rolelor
(mm) (mm) (bar)

AGRI WAS 19 LR 3/4" 19 1,5 25,0 100
AGRI WAS 25 LR 1" 25 1,5 25,0 100
AGRI WAS 32 LR 1.1/4" 32 1,5 20,0 100
AGRI WAS 38 LR 1.1/2" 38 1,5 16,0 100
AGRI WAS 52 LR 2" 52 2,0 16,0 100
AGRI WAS 65 LR 2.1/2" 65 2,0 16,0 100
AGRI WAS 76 LR 3" 75 2,5 16,0 100
AGRI WAS 90 LR 3.1/2" 90 2,5 16,0 100
AGRI WAS 102 LR 4" 102 2,5 16,0 100
AGRI WAS 127 LR 5" 127 3,0 16,0 100
AGRI WAS 152 LR 6" 152 3,0 16,0 100

BD = presiunea de lucru

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.

24.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



