SILO SD

Furtun siloz pentru aplicatii de aspiratie si refulare

HANSAVFLEX

Caracteristici
Domeniul de utilizare

for loading and unloading cement, sand, gravel
and granulates from silo transport vehicles.

Caracteristici speciale

Valoarea frecarii conform DIN 53516 < 65 mm3

Standard

ISO 1307

Strat interior

cauciuc izolator, extrem de rezistent la frecare

Insertie

insertie textila din material sintetic, extrem de
rezistenta la rupere, spirala din sarma de otel si
lita.

Strat exterior

cauciuc sintetic special, foarte rezistent la
frecare, stabil la ozon si rezistent la intemperii,
perforat.

Culoarea negru
Temperatura min. -40 °C
Temperaturd max. 70 °C
Medii Ciment
nisip
pietris

Material granulat

Articol
Denumire @ interior @ exterior Presiune de lucru  Presiune de plesnire Raza min. de indoire  Lungimea rolelor
(mm) (mm) (bar) (bar) (mm) (m)
SILO 25-7 SD 1" 25,4 39,0 10,0 30 0,93 155 40
SILO 32-6.5 SD 1.1/4" 32,0 45,0 10,0 30 0,93 190 40
SILO 38-7 SD 1.1/2" 38,0 52,0 10,0 30 0,93 230 40
SILO 51-7.5 SD 2" 50,8 66,0 10,0 30 0,93 305 40
SILO 63-7.5 SD 2.1/2" 63,5 78,5 10,0 30 0,93 380 40
SILO 76-8 SD 3" 76,2 92,0 10,0 30 0,93 460 40
SILO 80-10.5 SD 3.1/4" 80,0 101,0 10,0 30 0,93 500 40
SILO 90-8.5 SD 3.1/2" 90,0 107,0 10,0 30 0,93 540 40
SILO 102-9 SD 4" 101,6 120,0 10,0 30 0,93 610 40
SILO 127-11 SD 5" 127,0 149,0 10,0 30 0,93 765 40
SILO 152-11 SD 6" 152,4 174,5 10,0 30 0,93 915 40
SILO 203-13 SD 8" 203,2 229,0 10,0 30 0,93 1220 20
SILO 254-13.5SD 10" 254,0 281,0 10,0 30 0,93 1525 20

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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