WA AFL-VRK
Piesa racord ... AFL-VRK, otel HANSA[/ FLEX

Caracteristici
Domeniul de utilizare ~ Armatura de racordare pentru furtunuri metalice

S1

i

Racord 1 filet exterior, conic, in toli

Formé de etangare 1 etansare conica
Standard DIN EN 10226 / I1ISO 7-1

o
Forma constructivd  drept a
Executie Imbinare filetatd cu 3 componente I
N ol
Material Otel /2% XT\\\-“\\‘\Q\ :
Indicatie

Dechiderile cheilor indicate sunt valori orientative!

Indicatii referitoare comanda
Alte modele la cerere

Articol
Denumire DN PN (bar) G2 SW S1
(mm) (mm)
WA 006 AFL-VRK 6 250 R 1/4" 17 17,0
WA 008 AFL-VRK 8 250 R 1/4" 17 19,0
WA 010 AFL-VRK 10 250 R 3/8" 24 22,0
WA 013 AFL-VRK 13 250 R 1/2" 27 27,0
WA 016 AFL-VRK 16 160 R 1/2" 27 32,0
WA 020 AFL-VRK 20 160 R 3/4" 36 36,0
WA 025 AFL-VRK 25 100 R 1" 41 41,0
WA 032 AFL-VRK 32 100 R 1.1/4" 50 50,0
WA 040 AFL-VRK 40 100 R 1.1/2" 60 60,0

Variante produs
WA AFL-VRK VA  Piesa racord ... AFL-VRK, otel inoxidabil, otel inoxidabil

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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