HK B3/B5 400/690V IE3
Electromotor B3/B5.400/690V IE3 HANSA[/ FLEX

Caracteristici

Executie Forma constructiva B3/B5
Picioare demontabile
Picioare fixe (incepand cu HK160M4 ***)

Tip de protectie IP 55
Temperaturd ambientald  -20 °C pana la +40 °C

Material Carcasa: Aluminiu
Housing: Grey cast iron (from HK180L4***)

Descriere

Motoare cu economie de energie cu rotor in colivie cu autoracire
High Efficiency IE3 - IEC60034-30:2009

Tensiune masurata 400/690V 50Hz, 460V 60Hz; 4 poli

Toleranta de tensiune +- 5%

incepand de la 11kW incl. Protectie termica (PTC conductor rece)

Articol
Denumire LF 50 @ arbore QD E n Greutate

Hz D

(mm) (mm)

HK 112M4 B354-6 IE3 1440 1728 4,00 4,60 14,00 0,80 190 112 340 292 28 180 250 88,6 38,0
HK 132SB4 B354-6 IE3 1460 1752 5,50 6,30 11,10 0,80 216 132 380 322 38 230 300 89,6 50,0
HK 132M4 B35 4-6 IE3 1470 1770 7,50 8,60 1430 0,84 216 132 453 357 38 230 300 90,4 49,0
HK 160M4 B35 4-6 IE3 1470 1770 11,00 12,60 20,60 0,84 254 160 545 420 42 250 350 91,4 132,0
HK 160L4 B35 4-6 IE3 1470 1770 15,00 17,30 2760 0,86 254 160 550 420 42 250 350 92,1 150,0
HK 180M4 B354-6 IE3 1475 1775 18550 21,30 3380 0,86 279 180 628 460 48 250 350 92,6 160,0
HK 180L4 B35 4-6 IE3 1475 1775 22,00 25,30 40,00 0,86 279 180 668 460 48 250 350 93,0 185,0
HK 200L4 B354-6 IE3 1475 1775 30,00 3450 5430 0,86 318 200 660 505 55 300 400 93,6 225,0
HK 22584 B354-6 IE3 1480 1780 37,00 42550 66,70 0,86 356 225 680 560 60 350 450 93,9 285,0
HK 225M4 B35 4-6 IE3 1480 1780 45,00 52,00 80,90 0,86 356 225 705 560 60 350 450 94,2 315,0
HK 250M4 B354-6 IE3 1480 1780 55,00 63,00 9840 0,86 406 250 770 620 60 450 550 94,6 395,0

P 50 Hz = nominal output at 400 V/50 Hz — P 60 Hz = Putere nominala la 400 /60 Hz — n 50 Hz = Turatie nominala la 400 V/50 Hz — n 60 Hz = Turatie nominala la 400 V/60 Hz — | 50 Hz =
Intensitate nominala la 400 V/50 Hz — LF 50 Hz = Factor de putere cos phi la 50 Hz — n (IE3) = efficiency to IE3 in % (at full load)

Elemente adifionale
HK MPK Tabel de optiuni Combinatii motor-pompe pentru pompele cu roti dintate

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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