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Caracteristici
Tip 52
Corecţie de afişare Trimming pointer
Presiune de lucru Max. 25 bar (on thermowell)
Vă rugăm să selectaţi şi Thermowell (removable) with locking screw
Tijă de imersie Ø 8 mm, CrNi steel
Carcasă, inel CrNi steel
Fereastră de vizitare Flat instrument glass

Indicaţie
Alte date sunt disponibile la cerere.

Descriere
Applications: Extremely versatile design for use in machine, vessel, pipeline and plant construction as well as for heating systems.

Articol
Denumire Domenii de afişare Ø Lungime tijă de imersie Racord
 (mm)
K- 07 20 07 26
K- 07 20 07 27
K- 07 20 07 28
K- 07 20 07 29
K- 07 20 07 30
K- 07 20 07 31
K- 07 20 07 32
K- 07 20 07 33
K- 07 20 07 34
K- 07 20 07 35
K- 07 20 07 36
K- 07 20 07 37
K- 07 20 07 38
K- 07 20 02 11
K- 07 20 02 12
K- 07 20 02 13
K- 07 20 02 14
K- 07 20 02 15
K- 07 20 02 16
K- 07 20 02 17
K- 07 20 02 18
K- 07 20 02 19
K- 07 20 02 20
K- 07 20 02 21
K- 07 20 02 22
K- 07 20 02 23
K- 07 20 02 24

-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
0 °C to +200 °C
0 °C to +250 °C
-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
0 °C to +200 °C
0 °C to +250 °C
-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
0 °C to +250 °C
-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
0 °C to +200 °C
0 °C to +250 °C
-30 °C to +50 °C
0 °C to +120 °C
0 °C to +160 °C
0 °C to +200 °C
0 °C to +250 °C

63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
63,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0
100,0

thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm

Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm

Accesorii
K-SCHUTZROHRE EINSCHRAUB Screw-in thermowells
K-SCHUTZROHRE EINSCHWEISS Weld-in thermowells


