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Pressure gauges (CrNi steel type / safety housing)

HANSAVFLEX

Caracteristici
Tip

232.30

Executie Bourdon-tube pressure gauge, CrNi steel type,
with solid baffle wall and blow-out (safety
housing)

Utilizare For gaseous or liquid, corrosive and

crystallising mediawhich do not have high
viscosity, also in corrosive atmosphere

Clasa de calitate

1,6 (@ 63 mm), 1,0 (& 100 mm)

Temperatura mediu  max. +200 °C
Temperaturd ambientala  -40 °C to +60 °C
Carcasa CrNi steel

Fereastra de vizitare

Laminated safety glass @ 63 = Polycarbonate

Indicatie

Alte date sunt disponibile la cerere.

Descriere

Safety version with more fracture-resistant separating wall

Atrticol
Denumire Domeniu de masurare (%] Racord
(mm)

K- 07 20 07 15 -1/0.0 bar 63,0 G 1/4"
K- 07 20 07 16 0-1.6 bar 63,0 G 1/4"
K- 07 20 07 17 0-2.5bar 63,0 G 1/4"
K- 07 20 07 18 0-4.0 bar 63,0 G 1/4"
K- 07 20 07 19 0-6.0 bar 63,0 G 1/4"
K- 07 20 07 20 0-10.0 bar 63,0 G 1/4"
K- 07 20 07 21 0-16.0 bar 63,0 G 1/4"
K- 07 20 07 22 0-25.0 bar 63,0 G 1/4"
K- 07 20 07 23 0-40.0 bar 63,0 G 1/4"
K- 07 20 07 24 0-60.0 bar 63,0 G 1/4"
K- 07 20 07 25 0-100.0 bar 63,0 G 1/4"
K- 07 20 01 97 0-1.0 bar 100,0 G1/2"
K- 07 20 01 98 0-1.6 bar 100,0 G 1/2"
K- 07 20 01 99 0-2.5bar 100,0 G 1/2"
K- 07 20 02 00 0-4.0 bar 100,0 G 1/2"
K- 07 20 02 01 0-6.0 bar 100,0 G1/2"
K- 07 20 02 02 0-10.0 bar 100,0 G1/2"
K- 07 20 02 03 0-16.0 bar 100,0 G1/2"
K- 07 20 02 04 0 - 25.0 bar 100,0 G1/2"
K- 07 20 02 05 0 -40.0 bar 100,0 G1/2"
K- 07 20 02 06 0-60.0 bar 100,0 G 1/2"
K- 07 20 02 07 0-100.0 bar 100,0 G 1/2"
K- 07 20 02 08 0-160.0 bar 100,0 G1/2"
K- 07 20 02 09 0 -250.0 bar 100,0 G1/2"
K- 07 20 02 10 0-400.0 bar 100,0 G1/2"

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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