K-DRS STANDARD

Standard pressure switches

HANSAVFLEX

Caracteristici

Tip constructiv

Spring-loaded diaphragm (NBR); Spring-loaded

piston; (10 to 70 bar versions)

Domeniul de utilizare

Air, hydraulic oil, oil emulsions, water

Temperaturd ambientald

-25°Cto +85°C

Conexiune electrica

Tab connectors 2 x 6.3 x 0.8

Frecventa comutarii

200/min.

Tensiune de comutare

42V

Material

Galvanised steel

Indicatie

Alte date sunt disponibile la cerere.

Descriere

For liquid, non-corrosive and gaseous media. Easy to adjust, even under pressure. Can be integrated in any mounting position. Pressure adjustment by
means of a hexagon-head screw.

Articol

Denumire Filet Domeniu de reglare Functia
K- 07 30 24 94 G1/8 0,3-2,0 bar closer
K- 07 30 24 95 G 1/8 1,0 - 10,0 bar closer
K- 07 30 24 96 G 1/8 10,0 - 70,0 bar closer
K- 07 30 24 97 G 1/4 0,3-2,0 bar closer
K- 07 30 24 98 G 1/4 1,0 - 10,0 bar closer
K- 07 30 24 99 G 1/4 10,0 - 70,0 bar closer
K- 07 30 24 10 G1/8 0,3 -2,0 bar opener
K- 07 30 24 11 G1/8 1,0 - 10,0 bar opener
K- 07 30 24 12 G1/8 10,0 - 70,0 bar opener
K- 07 30 24 13 G1/4 0,3-2,0 bar opener
K- 07 30 24 14 G 1/4 1,0 - 10,0 bar opener
K- 07 30 24 15 G1/4 10,0 - 70,0 bar opener

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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