K-BKR MINI HANDHEBEL

Mini ball valves with hand lever

HANSAVFLEX

Caracteristici

. " . . . = —
Domeniul de utilizare  Compressed air, water, oils, non-toxic gases —2y]
Presiune de lucru max. 10 bari = o T T

- - ;l_ w‘[‘ &
Temperaturd mediu  -10 °C to +90 °C I\
Carcasa i bila Nickel-plated brass L +
Maneta, maner rotativ. = Plastic
Etansare bila PTFE
Etansgare ax FKM
Indicatie
Alte date sunt disponibile la cerere.

Articol
Denumire DN Filet A L SW T T1
(mm) (mm) (mm) (mm) (mm)
K- 07 30 21 16 8 G 1/4 female 68,5 41,5 21 9,0 10,5
K- 07 30 21 17 8 G 3/8 female 68,5 41,5 21 12,0 10,0
K- 07 30 21 18 10 G 1/2 female 68,5 47,0 25 12,5 10,5
K- 07 30 20 90 8 G 1/4 female/male 68,5 41,5 20 9,0 10,5
K- 07 30 20 91 8 G 3/8 female / male 68,5 40,5 21 10,0 10,0
K- 07 30 20 92 10 G 1/2 female/male 68,5 46,5 25 12,0 10,6

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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