K-RD DURCHGANGSFORM

Unidirectional valves

HANSAVFLEX

Caracteristici
Presiune de lucru Max. 16 bar
Temperaturda mediu  max. +180 °C

Presiune inifiala

min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min.
0.1 bar (for size 3/4 to G 1)

Temperaturd ambientald  Max. +180 °C
Material de etansare = FKM
Carcasa Brass
Indicatie

Alte date sunt disponibile la cerere.

Articol
Denumire Filet Lungime SW
(mm) (mm)
K- 07 30 24 48 G 1/4 female 53,0 19
K- 07 30 24 49 G 3/8 female 54,0 19
K- 07 30 24 50 G 1/2 female 63,0 24
K- 07 30 24 51 G 3/4 female 58,0 36
K- 07 30 24 52 G 1 female 68,5 46
K- 07 30 24 43 G 1/4 male 53,5 19
K- 07 30 24 44 G 3/8 male 54,0 19
K- 07 30 24 45 G 1/2 male 68,0 24
K- 07 30 24 46 G 3/4 male 77,0 36
K- 07 30 24 47 G 1 male 82,0 46

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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