Double nipples, parallel male thread, nickel-plated brass
HANSA/FLEX

Caracteristici

| Temperatura de lucru | Max. $150{ }^{\circ} \mathrm{C}$ |
| :--- | :--- |
| Presiune | Max. 60 bar |
| Material | Alamă nichelată |



## Indicație

The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Alte date sunt disponibile la cerere.

## Descriere

Suitable for air, water, oil, steam, etc.

## Informaţii suplimentare

Further types and dimensions on request.
Articol

| Denumire | Filet 1 | Filet 2 | L1 | L2 | L3 | Deschiderea cheil fixe |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  |  | (mm) | (mm) | (mm) |  |
| K- 07401280 | M 5 | M 5 | 11,5 | 4,0 | 4,0 | 8 mm |
| K-0740 1281 | M 5 | G 1/8 | 14,5 | 6,0 | 4,0 | 14 mm |
| K-07401282 | G 1/8 | G 1/8 | 17,0 | 6,0 | 6,0 | 14 mm |
| K-0740 1283 | G 1/8 | G 1/4 | 19,0 | 8,0 | 6,0 | 17 mm |
| K-07401284 | G 1/8 | G 3/8 | 20,0 | 9,0 | 6,0 | 20 mm |
| K-07401285 | G 1/4 | G 1/4 | 21,0 | 8,0 | 8,0 | 17 mm |
| K-07401286 | G 1/4 | G 3/8 | 22,0 | 9,0 | 8,0 | 20 mm |
| K-07401287 | G 1/4 | G 1/2 | 24,0 | 10,0 | 8,0 | 25 mm |
| K-07401288 | G 3/8 | G 3/8 | 24,0 | 9,0 | 9,0 | 20 mm |
| K-07401289 | G 3/8 | G 1/2 | 25,5 | 10,0 | 9,0 | 25 mm |
| K-07404502 | G 3/8 | G 3/4 | 27,0 | 12,0 | 9,0 | 27 mm |
| K-07401290 | G 1/2 | G 1/2 | 26,5 | 10,0 | 10,0 | 25 mm |
| K-07401291 | G 1/2 | G 3/4 | 27,5 | 11,0 | 10,0 | 30 mm |
| K-07404503 | G 1/2 | G 1 | 32,5 | 15,0 | 10,5 | 34 mm |
| K-07401293 | G 3/4 | G 3/4 | 28,0 | 11,0 | 11,0 | 30 mm |
| K-07401292 | G 3/4 | G 1 | 30,0 | 11,0 | 12,0 | 36 mm |
| K-07401294 | G 1 | G 1 | 31,0 | 12,0 | 12,0 | 36 mm |
| K-07404504 | G 1 | G 1 1/4 | 38,0 | 16,0 | 15,0 | 43 mm |
| K-07404505 | G 1 | G 1 1/2 | 38,5 | 16,0 | 15,0 | 50 mm |
| K-07404506 | G 1 | G 2 | 42,0 | 18,0 | 15,0 | 60 mm |
| K-07404507 | G $11 / 4$ | G 1 1/4 | 39,0 | 16,0 | 16,0 | 42 mm |
| K- 07404508 | G $11 / 4$ | G 1 1/2 | 40,0 | 16,0 | 16,0 | 50 mm |
| K-07404509 | G $11 / 4$ | G 2 | 43,0 | 18,0 | 16,0 | 60 mm |
| K-07404510 | G $11 / 2$ | G 1 1/2 | 39,5 | 16,0 | 16,0 | 50 mm |
| K- 07404511 | G 1 1/2 | G 2 | 44,5 | 18,0 | 17,5 | 60 mm |
| K-07404512 | G 2 | G 2 | 44,0 | 17,5 | 17,5 | 60 mm |
| K-07404513 | G 2 | G 2 1/2 | 54,0 | 24,0 | 19,0 | 77 mm |
| K-07404514 | G 2 | G 3 | 50,0 | 20,0 | 20,0 | 89 mm |
| K-07404515 | G $21 / 2$ | G 2 1/2 | 59,0 | 24,0 | 24,0 | 77 mm |
| K-07404516 | G $21 / 2$ | G 3 | 52,5 | 20,0 | 22,5 | 89 mm |
| K-07404517 | G 3 | G 3 | 60,0 | 24,5 | 24,5 | 89 mm |

