K-VLST K AG IG MS NI
Extensions, short, parallel - nickel-plated brass HANSA[/FLEX

Caracteristici |_ 1
Temperatura de lucru ~ Max. 150 °C -+ =
Presiune Max. 60 bar

Material Alama nichelata

Indicatie

The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Alte date sunt disponibile la cerere.

Descriere
Suitable for air, water, oil, steam, etc.

Informatii suplimentare
Further types and dimensions on request.

Articol

Denumire Filet exterior Filet interior Deschiderea cheii fixe
K- 07 40 39 01 M5 G 1/8 17,0 4,0 12 mm

K- 07 40 39 02 G1/8 G 1/8 18,5 6,0 14 mm

K- 07 40 39 03 G1/8 G 1/4 21,5 6,0 17 mm

K- 07 40 39 04 G 1/4 G 1/4 22,5 8,0 17 mm

K- 07 40 39 05 G1/4 G 3/8 26,0 8,0 22 mm

K- 07 40 39 06 G 3/8 G 3/8 26,5 9,0 22 mm

K- 07 40 39 07 G 3/8 G1/2 29,5 9,0 24 mm

K- 07 40 39 08 G1/2 G1/2 29,5 10,0 25 mm

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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