
K-FLASCHENDRUCKR 300 N GASE
Regulator de presiune butelii, presiune butelie 300 bar, pentru gaze
neinflamabile

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Manometru de conţinut 0 - 200/315 bar (max. cylinder pressure 200

bar), 0 - 300/400 bar (max. cylinder pressure
300 bar), 0 - 18/40 bar for acetylene

Material Alamă presată
Racord butelie W 30 x 2

Indicaţie
Alte date sunt disponibile la cerere.

Descriere
Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

Articol
Denumire Tip de gaz Presiune de lucru bar
 
K- 07 25 07 22
K- 07 25 07 23
K- 07 25 07 24
K- 07 25 07 25

Oxygen
Compressed air
Nitrogen
Nitrogen

0 - 10,0 bar
0 - 10,0 bar
0 - 10,0 bar
0 - 20,0 bar

Piese de schimb
K-MANO SCHWEISSTECHNIK Content pressure gauge
K-MANO SCHW Pressure gauges for welding
K-SCHUTZKAPPE MANOMETER Căpăcele de protecţie


