
K-NEBELOEL PC-BEHAEL SCHUTZK HANSA
Oil-mist lubricators

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Presiune de intrare 0.5 - 16 bar
Domeniu de temperaturi -10 °C to +50 °C
Medii Aer comprimat
Material de etanşare NBR
Filet de conectare Material: Die-cast zinc
Recipient Polycarbonate (with bayonet lock)
Carcasă Material: Grivory® (PA 66)
Coş de protecţie Polyamide
Cap ungător PA
Sortiment de ulei CL 32 acc. to DIN 51517 - ISO VG 32
Măsurarea valorii debitului At P2 = 6 bar, pressure drop Δp = 1 bar

Indicaţie
Alte date sunt disponibile la cerere.

Descriere
Oil-mist lubricators with excellent flow rates in modern design. These devices can be used to top up oil automatically. A hose must be connected to
the threaded nipple on the oil bowl for this purpose. When the oil filling button on the top of the device is pressed, a Venturi nozzle opens and
sucks oil into the bowl under vacuum.

Articol
Denumire Filet Debit A B C 
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62,2
62,2
69,7
69,7
87,9
87,9

Piese de schimb
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY Spare tank HANSA
polycarbonat

K-TROPFAUFSATZ HANSA Drip attachment HANSA


