
K-PRAEZI DRG DRUCKVER HANSA
Precision pressure regulators with continuous pressure supply

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Presiune de intrare Max. 16 bar
Domeniu de temperaturi -10 °C to +50 °C
Medii Aer comprimat
Filet de conectare Material: Die-cast zinc
Carcasă Material: Grivory® (PA 66)
Membrană NBR
Consum de aer propriu 2.6 l/min at P2 = 6 bar (depending on

secondary pressure)
Măsurarea valorii debitului At P1 = 10 bar, P2 = 6.3 bar and pressure

drop Δp = 1 bar

Indicaţie
Alte date sunt disponibile la cerere.

Descriere
Precision diaphragm pressure regulators with self-relieving design and excellent flow rates in modern design for mounting side by side. <br>By
assembling two or more controllers together, it is possible to supply several working air circuits with different pressures via a single supply line.

Indicaţii referitoare comandă
The price does not include a key lock. Please order separately.

Articol
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Accesorii
K-STECKSCHLOSS Key lock

Piese de schimb
K-HALTERBAUSATZ HANSA Holder HANSA
K-SCHALTTAFELMUTTER HANSA Nut HANSA
K-DICHTSATZ HANSA Set of seals HANSA


