K-FI PC-BEHAELTER MULTIFIX
Filters with polycarbonate bowl HANSA[/ FLEX

Caracteristici

Presiune de intrare Max. 16 bar (polycarbonate bowl), Max.
20 bar (metal bowl)

Temperatura mediu max. 60 °C

Temperatura ambientala Max. 60 °C

Marimea porilor Th elementul filtrant 5 um (BG 1/BG 2)‘ 40 um (BG 3) m o

Carcasa Die-cast zinc, Aluminium for G 1 variant p .
Drain valve Semi-automatic ! I
Masurarea valorii debitului At P1 = 6 bar and pressure drop Ap =1 _tﬂﬂ S
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Indicatie
Alte date sunt disponibile la cerere.

Descriere
Centrifugal separators with a sintered filter element.

Atrticol

Denumire Dimensiunea constructiva
K- 07 25 00 46 G1/4 2100 47,8 152,1 mm 27,0 125,1 6 1

K- 07 25 00 49 G 3/8 2100 47,8 152,1 mm 27,0 125,1 10 1

K- 07 25 00 52 G1/2 4000 68,8 181,8 mm 34,5 147,3 15 2

K- 07 25 00 55 G 3/4 4000 68,8 181,8 mm 34,5 147,3 20 2

K- 07 25 00 58 G1 8000 100,0 305,8 mm 52,0 253,8 25 3

Piese de schimb

K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-KOPPELPAKET SCHMA Coupling packet
K-METALLBEHAELTER OELER MULTIFIX Metal tank oiler
K-PC-BEHAELTER FILTER MULTIFIX Polycarbonate tank filter
K-SCHUTZKORB G Protective cage
K-FILTERELEMENT Filter element
K-AUTOMAT ABLASSVENTIL Automatic drain valve

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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