K-3/2-BKR MULTIFIX

HANSAVFLEX

Ball valves

Caracteristici A

Presiune de intrare Max. 16 bar

Temperatura mediu max. 60 °C 1 ' i
Temperaturd ambientala  Max. 60 °C :

Actionare

Twist knob, rotatable 90°

Racord de dezaerare

Silencer G 1/4 (K-07251158, K-07251159), G
1/2 (K-07251160, K-07251161, K-07251950)

Material de etansare

NBR

Carcasa

Die-cast zinc, Aluminium for G 1 variant

Masurarea valorii debitului

At P1 =6 bar and pressure drop Ap = 1 bar

Indicatie

Alte date sunt disponibile la cerere.

Descriere

Rotary switch can be turned 90°, lockable, with relief port
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Atrticol

Denumire Dimensiunea constructiva
K- 07 25 11 58 G1/4 2800 47,8 81,4 mm 55,4 26,0 1

K- 07 25 11 59 G 3/8 2800 47,8 81,4 mm 55,4 26,0 1

K- 07 25 11 60 G1/2 11000 68,8 102,6 mm 69,1 33,5 2

K- 07 25 11 61 G 3/4 11000 68,8 102,6 mm 69,1 33,5 2

K- 07 25 19 50 G1 25000 82,8 133,5 mm 83,0 50,5 3

Accesorii

K-SCHALLDAE SINTERBR GE MS1

Silencers, sintered bronze, with brass hexagon nut and brass thread

Piese de schimb

~ Coupling
K-KOPPELPAKET MEHR packet

a Coupling
K-KOPPELPAKET SCHMA packet

K-HALTERBAUSATZ MULTIFIX  Holder

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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