K-FI METALLBEHAELTER M ALV STANDARD
Filters with metal bowl and manual drain valve HANSA[/FLEX

Caracteristici

Presiune de intrare Max. 16 bar (polycarbonate bowl / bowl
guard), Max. 25 bar (metal bowl)
Temperatura mediu max. 60 °C

Temperatura ambientala Max. 60 °C

Marimea porilor Tn elementul filtrant 5 um (Size 1/ Size 3)’ 40 pm (Size 2/
Size 4), 60 um (Size 5)

Carcasa Die-cast zinc, painted silver

Mésurarea valorii debitului At P2 = 6 bar and pressure drop Ap = 1
bar

Alte date User manual on request

Indicatie

G 2 1/2 and G 3 filters available on request

Descriere
Centrifugal separators with a sintered filter element.

Articol

Denumire Filet Debit A C D DN H
(L/min) (mm) (mm) (mm) (mm)

K- 07 25 05 86 G1/4 800 48,0 14,0 133,5 6 38,0

K- 07 25 05 89 G 3/8 800 48,0 14,0 133,5 6 38,0

K- 07 25 05 92 G 3/8 3100 70,0 16,0 159,0 10 50,0

K- 07 25 05 95 G1/2 4000 79,0 18,0 171,0 15 50,0

K- 07 25 05 98 G 3/4 4000 102,0 26,5 172,5 20 50,0

K- 07 25 06 01 G1 4000 90,0 26,5 172,5 25 50,0

K- 07 25 06 04 G11/4 12500 125,0 36,5 246,0 40 105,0

K- 07 25 06 07 G11/2 12500 125,0 36,5 246,0 45 105,0

K- 07 25 06 09 G2 30000 148,0 41,0 397,0 55 120,0

Piese de schimb

K-HALTERBAUSATZ STANDARD Holder

K-FILTERELEMENT Filter element

K-SCHUTZKORB G Protective cage

K-AUTOMAT ABLASSVENTIL Automatic drain valve

K-XV AGM MS NI Double nipples, parallel male thread, nickel-plated brass

K-LOESBARE DOPPELNIPPEL MS  Double nipples

K-ABLASSVENTIL AUTO Fully-automatic drain valve with Adapter G 1/8

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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