
K-KONSTANT DRUCKREGLER STANDARD 1
Constant-pressure regulators

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Presiune de intrare Max. 25 bar (G 1/4 to G 1/2), Max. 40 bar (G

3/4 to G 1 1/2)
Temperatură mediu max. 60 °C
Temperatură ambientală Max. 90 °C
Material de etanşare NBR
Carcasă Die-cast zinc for (G 1/4 to G 1/2), for Brass (G

3/4 to G 1 1/2)
Măsurarea valorii debitului At P1 = 8 bar, P2 = 6 bar and pressure drop

Δp = 1 bar
Alte date User manual on request

Descriere
Reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design. The pressure regulators maintain a constant
working pressure regardless of variations in the inlet pressure.

Articol
Denumire Filet Domeniu de reglare Debit A B C D DN 
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K- 07 25 03 86
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0.5 - 16 bar
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Piese de schimb
K-HALTERBAUSATZ STANDARD Holder
K-VERSCHLEI-SATZ Set of wearing parts
K-RD NIPPEL KURZ 1 Reducing nipples, short type
K-XV AGM 2 Double nipples, parallel male thread


