
K-FI PC-BEHAELTER VARIOBLOC
Filters with polycarbonate bowl

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
23.07.2024 HANSA-FLEX AG www.hansa-flex.com 1

Caracteristici
Presiune de intrare Max. 16 bar (polycarbonate bowl), Max.

20 bar (metal bowl)
Temperatură mediu max. 50 °C
Temperatură ambientală Max. 50 °C (polycarbonate bowl), Max.

80 °C (metal bowl)
Mărimea porilor în elementul filtrant 40 μm
Material de etanşare NBR
Carcasă Die-cast zinc
Drain valve Manual
Măsurarea valorii debitului At P1 = 6 bar and pressure drop  Δp = 1

bar

Indicaţie
Alte date sunt disponibile la cerere.

Descriere
Centrifugal separators with a sintered filter element.Filtration takes place in a 2-stage process comprising cyclone separation (condensate) and a PE
filter element (particles). <br>Approved series in modern industrial design, with the following key benefits: Simple handling, Convenient modular
assembly thanks to innovative fasteners, Excellent flow values.

Indicaţii referitoare comandă
Filters are also available with bowl guard or metal bowl.

Articol
Denumire Filet Debit A B C 
 (L/min) (mm) (mm)
K- 07 25 06 25
K- 07 25 06 27
K- 07 25 06 29
K- 07 25 06 31
K- 07 25 06 33

G 1/4
G 3/8
G 1/2
G 3/4
G 1

1800
2000
3200
3500
3500

48,0
48,0
70,0
70,0
124,0

155,0 mm
155,0 mm
202,0 mm
202,0 mm
202,0 mm

22,0
22,0
26,0
26,0
26,0

Piese de schimb
K-ERSATZBEHAELTER VARIOBLOC POLY Spare tank Polycarbonat
K-FILTERELEMENT VARIOBLOC Filter element
K-ABLASSVENTIL AUTO Fully-automatic drain valve with Adapter G 1/8


