K-WMV 3/2 ROLLENHEBEL
3/2-way miniature valves, with roller lever HANSA[/ FLEX

Caracteristici
Presiune de lucru 0,5 - 10 bari ] r\f\/
Temperatura de lucru -10 °C pana la +60 °C LT .
Debit 6 bari si 5 bari 35 NI/min 3/2-Wege Ventil NO
2 nominal 25 mm _:_ | 3/2-Way valve N.O,
Presiune de acfionare 6 bari 8 N M AT

: - 23 — Vv
Corp de supapa Aluminiu s T T
Buton Alama nichelata el .

' : 3/2-Wege Ventil NC

Arc otel inoxidabil 1 % 9

M0 ha g segen 3f2-WEI}F valve N.C.

Material de etansare NBR

Indicatie
Alte date sunt disponibile la cerere.

Descriere
Miniature valves, 3/2-way type, NC or NO.

Articol

Denumire Racord Functia
K- 07 15 00 96 4 mm lateral NO

K- 07 15 00 97 M 5 lateral NO

K- 07 15 00 98 4 mm lateral NC

K- 07 15 00 99 M 5 lateral NC

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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