K-WV 5/2 ELEKTROPNEUMATISCH
5/2-way pilot valves HANSA[/ FLEX

Caracteristici

Presiune de lucru 2,5 - 10 bar (monostable)\n1,0 - 10 bar
(bistable)\nvacuum up to 10 bar (external pilot
air)

Presiune de lucru min. 2.5 bar (monostable), 1.0 bar (bistable)

Domeniu de temperaturi  -10 °C to +60 °C

Debit 6 bari $i 10 bari 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 NI/min (G 1/2)

Debit 6 bari i 5 bari 400 NI/min (G 1/8), 750 NI/min (G 1/4), 1560 NI/
min (G 3/8), 3200 NI/min (G 1/2)

Indicatie
Alte date sunt disponibile la cerere.

Articol

Denumire Tensiune Functia Numar schema electrica Comanda
K- 07 15 01 93 G1/8 24V DC 5 5/2-way 35
K- 07 15 01 94 G 1/4 24V DC 8 5/2-way 35
K- 07 15 25 81 G 3/8 24V DC 13 5/2-way 35
K- 07 1501 95 G1/2" 24V DC 15 5/2-way 35
K- 07 15 01 96 G 1/8 230V, 50 Hz 5 5/2-way 35
K- 07 1501 97 G1/4 230V, 50 Hz 8 5/2-way 35
K- 07 15 25 82 G 3/8 230V, 50 Hz 13 5/2-way 35
K- 07 1501 98 G1/2" 230V, 50 Hz 15 5/2-way 35
K- 07 15 01 99 G1/8 24V DC 5 5/2-way 36
K- 07 15 02 00 G 1/4 24V DC 8 5/2-way 36
K- 07 15 25 83 G 3/8 24V DC 13 5/2-way 36
K- 07 15 02 01 G1/2" 24V DC 15 5/2-way 36
K- 07 15 02 02 G 1/8 230V, 50 Hz 5 5/2-way 36
K- 07 15 02 03 G 1/4 230V, 50 Hz 8 5/2-way 36
K- 07 15 25 84 G 3/8 230V, 50 Hz 13 5/2-way 36
K- 07 15 02 04 G1/2" 230V, 50 Hz 15 5/2-way 36

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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