K-WV 3/2 PNEUMATISCH

3/2-way pilot valves

HANSAVFLEX

Caracteristici
Presiune de lucru

Max. vacuum 10 bar

Presiune de lucru min.

2.5 bar (monostable), 1.0 bar (bistable)

Domeniu de temperaturi

-10 °C to +60 °C

Debit 6 bari $i 10 bari

550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 Nl/min (G 1/2)

Debit 6 bari $i 5 bari

400 Ni/min (G 1/8), 750 NI/min (G 1/4), 1560 NI/
min (G 3/8), 3200 Ni/min (G 1/2)

Racord de aer de control

G1/8

Indicatie

Alte date sunt disponibile la cerere.

Atrticol

Denumire Racord DN Functia Numar schema electrica Comanda
K- 07 15 00 41 G 1/8 5 3/-way NO 24
K- 07 15 00 42 G1/4 8 3/-way NO 24
K- 07 15 00 45 G1/2" 15 3/-way NO 24
K- 07 15 25 67 G 3/8 13 3/-way NO 24
K- 07 1500 43 G1/8 5 3/2-way NC 25
K- 07 15 00 44 G1/4 8 3/2-way NC 25
K- 07 15 00 46 G1/2" 15 3/2-way NC 25
K- 07 15 25 68 G 3/8 13 3/2-way NC 25
K- 07 15 00 47 G 1/8 5 3/2-way 26
K- 07 15 00 48 G1/4 8 3/2-way 26
K- 07 1500 49 G1/2" 15 3/2-way 26
K- 07 15 25 69 G 3/8 13 3/2-way 26

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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