K-HS PTFE DICHTRING EINFACH

Banjo bolts with PTFE seal, single

HANSAVFLEX

Caracteristici
Presiune de lucru pulsatorie

Max. 10 bar

Presiune

Max. 15 bar (depending on pipe quality)

Material adecvat pentru conduct

PVDF, PTFE, stainless steel, PA, PU

Standard

G thread acc. to DIN EN I1SO 228-1

Temperatura ambientala

-20 °C to max. +150 °C (depending on pipe
quality and diameter)

Material

Otel superior 1.4404

Material de etangare

FKM

Indicatie

Alte date sunt disponibile la cerere.

L1

Descriere
For use with aggressive media and in areas with corrosive outside influences, in the food processing industry and in hygienic and sanitary
applications.
Articol
Denumire Filet L1 Deschiderea cheii fixe
(mm)
K- 07 40 47 04 G 1/8 29,0 14 mm
K- 07 40 47 03 G1/4 32,5 17 mm
K- 07 40 47 05 G 3/8 36,0 21 mm
K- 07 40 47 02 G1/2 41,5 26 mm

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.

30.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



