K-L-RINGSTUECK
Ring nipples, single HANSA[/FLEX

Caracteristici L1

Presiune de lucru pulsatorie  Max. 10 bar

Presiune Max. 15 bar (depending on pipe quality)

Material adecvat pentru conductd  P\/DF, PTFE, stainless steel, PA, PU |—|_

Standard G thread acc. to DIN EN I1SO 228-1 L2 ———o——

Temperatura ambientalda -20 °C to max. +150 °C (depending on pipe r|—
quality and diameter)

Material Otel superior 1.4404

Material de etangare FKM

Indicatie

Alte date sunt disponibile la cerere.

Descriere

For use with aggressive media and in areas with corrosive outside influences, in the food processing industry and in hygienic and sanitary
applications.

Articol
Denumire Filet pentru @ exterior furtun L1 L2
(mm) (mm)
K- 07 40 47 10 G1/8 4 mm 19,5 15,0
K- 07 40 47 11 G1/8 6 mm 22,0 15,0
K- 07 40 47 12 G1/8 8 mm 22,5 15,0
K- 07 40 47 08 G 1/4 6 mm 23,5 17,0
K- 07 40 47 09 G 1/4 8 mm 24,0 17,0
K- 07 40 47 07 G 1/4 10 mm 27,0 17,0
K- 07 40 47 13 G 3/8 10 mm 29,0 20,0
K- 07 40 47 14 G 3/8 12 mm 31,0 20,0
K- 07 40 47 06 G1/2 12 mm 33,0 24,0

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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