K-SCHOTT-STECKVERB VA
Female bulkhead connectors HANSA[/FLEX

Caracteristici L1

Presiune de lucru pulsatorie  Max. 10 bar )
Presiune Max. 15 bar (depending on pipe quality) ¢ ] N ]
Material adecvat pentru conducta PVDF, PTFE, stainless steel, PA, PU o i - o
Standard G thread acc. to DIN EN ISO 228-1 L —

Temperatura ambientalda -20 °C to max. +150 °C (depending on pipe
quality and diameter)

Material Otel superior 1.4404
Material de etangare FKM
Indicatie

Alte date sunt disponibile la cerere.

Descriere

For use with aggressive media and in areas with corrosive outside influences, in the food processing industry and in hygienic and sanitary
applications.

Articol

Denumire pentru @ exterior furtun Deschiderea cheii fixe
K- 07 40 24 30 M12x1.0 4 mm 28,0 15 mm

K- 07 40 24 31 M 14 x1.0 6 mm 34,4 17 mm

K- 07 40 24 32 M 16 x 1.0 8 mm 34,5 19 mm

K- 07 40 24 33 M18x 1.0 10 mm 38,6 21 mm

K- 07 40 24 34 M20x 1.0 12 mm 40,8 24 mm

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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