
K-RUNDZYLINDER DOPP M D
Rundzylinder, doppeltwirkend (mit Magnet, mit einstellbarer
Dämpfung)

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Medii Filtered, unlubricated or lubricated compressed

air. If lubrication is used, it must be  continuous.
Presiune de lucru Max. 10 bar
Presiune de acţionare 0,8 bar (Ø 8 bis Ø 12), 0,6 bar (Ø 16 bis Ø 25)
Domeniu de temperaturi -10 °C to +80 °C
Construcţie Flanged joint between stainless steel barrel and

heads
Tija piston C45 steel, hard chrome-plated
Ţeavă Stainless steel 1.4301
Piston Synthetic (acetal) resin
Material de etanşare NBR

Indicaţie
Maximum recommended stroke: Double-acting: Ø 8 - Ø 10 = 100 stroke, Ø 12 - Ø 16 = 200 stroke, Ø 20 - Ø 25 = 250 stroke
Single-acting: Ø 8 - Ø 25 = 50 stroke. Longer stroke lengths can cause operational malfunctions.
Alte date sunt disponibile la cerere.

Descriere
Single and double-acting cylinders, with magnetic piston.

Informaţii suplimentare
Important: The scope of supply does not include a connector. Please order separately.
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