K-WV 5/3 ELEKTROPNEU ZENT ENTLUEF4V
5/3-way pilot valve, mid-position exhausted HANSA[/FLEX

Caracteristici
Presiune de lucru 1.5-8bar

38

Domeniu de temperaturi  -20 °C to +70 °C

Mésurarea valorii debitului At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar

Conexiune electrica Connector Type B acc. to ISO 4400

v AT

Mid-position exhausted

Presiune de lucru min. 1,5 bar

Tip de proteciie IP 65 Zentrum entliiftet
Corp de supapa Aluminium alloy
Indicatie

Alte date sunt disponibile la cerere.

Atrticol

Denumire Racord de dezaerare Numar schema electrica Tensiune Dimensiunea constructiva
K- 07 15 03 89 M5 M5 250 38 24V DC 100
K- 07 15 03 90 G 1/8 G1/8 400 38 24V DC 100
K- 07 15 03 91 G 1/8 G 1/8 550 38 24V DC 200
K- 07 15 03 92 G1/4 G1/8 550 38 24V DC 200
K- 07 1503 93 G1/4 G1/4 950 38 24V DC 300
K- 07 15 03 94 G 3/8 G1/4 950 38 24V DC 300
K- 07 15 03 95 G1/2" G1/2 1600 38 24V DC 400
K- 07 15 03 96 M5 M5 250 38 230V, 50 Hz 100
K- 07 15 03 97 G 1/8 G 1/8 400 38 230V, 50 Hz 100
K- 07 15 03 98 G 1/8 G 1/8 550 38 230V,50Hz 200
K- 07 1503 99 G1/4 G 1/8 550 38 230V,50Hz 200
K- 07 15 04 00 G1/4 G1/4 950 38 230V, 50 Hz 300
K- 07 15 04 01 G 3/8 G 1/4 950 38 230V, 50 Hz 300
K- 07 15 04 02 G1/2" G1/2 1600 38 230V,50Hz 400

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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