K-FI PC-BEHAELTER HW G-MINI

HANSAVFLEX

Carcasa

Die-cast aluminium

Filters
Caracteristici A
I—l—l—

Presiune de intrare Max. 10 bar e @ c
Temperatura mediu max. 70 °C i
Temperatura ambientala Max. 70 °C
Presiune de lucru 1.5-9 bar | !
Mérimea porilor in elementul filtrant 5 um H o B
Material de etangare NBR ‘

I

Drain valve

Semi-automatic

Méasurarea valorii debitului

At P1 = 8 bar, P2 = 6 bar and pressure
drop Ap = 1 bar

Alte date User manual on request

Articol

Denumire Debit Dimensiunea constructiva
(L/min)

K- 07 25 06 49 G1/8 950 38,0 110,0 mm 93,0 200

K- 07 25 06 50 G1/4 950 38,0 110,0 mm 93,0 200

Accesorii

K-ERSATZBEHAELTER G U

Spare tanks »G«

Series and »G-
ND G-MINI POLY mini« Series

Polycarbonat

K-SCHUTZKORB G

Protective cage

K-FILTERELEMENT

Filter element

K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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