K-NEBELOELER METALLBEHAE HW G

Oil-mist lubricators with metal bowl, sight glass and »HW« mounting

oracket HANSAVFLEX

Caracteristici A
Presiune de intrare Max. 10 bar —g—]

g . clllel e
Temperatura mediu max. 70 °C

Temperaturd ambientala  Max. 70 °C

Presiune de lucru 0.5-9 bar

Material de etangare = NBR

Apératoare de arc POM
Carcasa Die-cast aluminium
Cap ungator Brass/POM
Mésurarea valorii debitului At P1 = 8 bar, P2 = 6 bar and pressure drop
Ap =1 bar
Alte date User manual on request
Articol
Denumire Filet Dimensiunea constructiva
K- 07 2508 73 G 3/4 10650 85,0 256,0 mm 61,5 194,5 600
K- 07 25 08 74 G1 10650 85,0 256,0 mm 61,5 194,5 600
Accesorii

Spare tanks »G«

Series and »G-
K-ERSATZBEHAELTER G UND G-MINI POLY mini< Series

Polycarbonat
K-HALTERBAUSATZ Holder
K-VERBINDUNGELEMENTE Connecting sets
K-WANDHALTER Wall bracket

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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