K-EINPRESSPATRONE
Press-in sleeves - can only be pressed into plastic HANSA[/FLEX

L1

Caracteristici
Presiune de lucru Max. 15 bar, coarse vacuum

Domeniul de utilizare  Air, vacuum

ry

furtunuri recomandate  PU or PA (nylon)

Medii Compressed air and all gases or liquids that are
compatible with the materials

Domeniu de temperaturi  -20 °C to +80 °C

Suprafatd de etangare  Parallel version: O-ring in housing, Conical
version: thread coating

Material Plastic, Nickel plated brass , :
Inel de presiune Plastic I—
Indicatie

Only in plastic press-fitted
Alte date sunt disponibile la cerere.

Descriere

Push-in fittings series manufactured in plastic and nickel-plated brass. All parts are suitable for use with hoses, tubes or pipes made of plastic and
copper.

Articol
Denumire pentru @ exterior furtun L1
(mm)
K- 07 40 09 95 4 mm 11,3
K- 07 40 09 96 6 mm 11,9
K- 07 40 09 97 8 mm 13,7
K- 07 40 09 98 10 mm 15,2
K- 07 40 09 99 12 mm 17,6

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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