3 BKR ND L
Ventil cu bila pe 3 cai in varianta cu presiune joasa HANSA[/FLEX

Caracteristici
Racord 1 -3 Filete cilindrice interioare BSP

Forma de etangare 1-3  Forma A

Gaura Forma de L 2 3
Cursa de cuplare 0°; 90°
Domeniu de temperaturi  Apa: de la 0 °C pana la + 150 °C

Aer: - 20 °C pana la + 150 °C 3%@'2 @
Protectia suprafefei  nichelat i "
Material Carcasa din alama a ocH

Maner din aluminiu
Bila din alama, cromata dur
Garnitura sferica din PTFE

Indicatii referitoare comanda
Alte valori referitoare la presiune si temperatura, la cerere.

Articol
Denumire DN* Filet de conectare Presiune de lucru
(bar)
3 BKR 06 ND L 6 G 1/4"-19 25,0
3BKR10NDL 10 G 3/8"-19 25,0
3BKR13NDL 12 G 1/2"-14 25,0
3BKR20NDL 19 G 3/4" -14 25,0
3BKR25ND L 25 G1"-11 25,0
3BKR32NDL 31 G 1.1/4" -1 25,0
3BKR40NDL 38 G1.1/2" -1 25,0
3BKR50ND L 50 G2"-11 25,0

DN = diametru nominal

Piese de schimb
ND GRIFF  Maner pentru ventil cu bila ND

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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