WAH

HANSAVFLEX

Raclor, WAH
Caracteristici
Tip constructiv Raclor - GO
Viteza de alunecare max. 4,0 m/s ‘ i ﬁ?ﬁ | ‘
Temperatura min. -40 °C - " . } |
Temperatura max. 110 °C !* ] [ '!‘ ] [ *g pu Za, |
Medil Ulei mineral ! | g i
Montaj Raclorul se deformeaza in forma de rinichi si : J £
se apasa pe nutul de preluare @O —
Utilizare For the usage at higher pollution, for e.g.:
Mining
foundries
Material PU 93° Shore A
Articol
Denumire C D d E H L
(mm) (mm) (mm) (mm) (mm) (mm)
WAH-35 42,0 45,0 35 1,5 10,0 6,3
WAH-36 41,5 44,0 36 1,5 8,0 5,0
WAH-40 45,5 48,0 40 1,5 8,0 5,0
WAH-45 50,5 53,0 45 1,5 8,0 5,0
WAH-50 55,5 58,0 50 1,5 8,0 50
WAH-56 63,0 66,0 56 1,5 10,0 6,3
WAH-60 67,0 70,0 60 1,5 10,0 6,3
WAH-63 70,0 73,0 63 1,5 10,0 6,3
WAH-70 78,4 82,6 70 2,0 12,0 8,0
WAH-80 87,0 90,0 80 1,5 10,0 6,3
WAH-90 96,0 102,2 90 2,8 12,4 71
In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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