K-2-BK 'V DURCHG 20-63 INFI
2/2-way ball valve @ 20 mm - @ 63 mm full bore HANSA[/FLEX

Caracteristici
Medii Compressed air, vacuum, inert gases
Presiune de lucru -0,99 bar - 15 bar f

Domeniu de temperaturi  -20 °C to +80 °C

Garniturd de etangare NBR

Carcasa Nickel-plated brass

Inel de fixare Stainless steel 1.4301

Piulita Nickel-plated brass

Inel O NBR

Inele de siguranta Technopolymer

Articol

Denumire O exterior teava B Deschiderea cheii 1 Deschiderea cheii 2
(mm) (mm)

K-07405436 20mm 31,5 58,5 17 34,5 88 42,0 121,56 32 30

K-07 405437 25mm 38,5 61,5 22 42,5 106 47,5 1385 41 35

K-07 405438 32mm 46,0 75,0 29 52,0 106 53,0 167,0 50 45

K-07 405439 40mm 52,5 81,0 37 63,0 134 65,0 186,0 59 55

K-07 405440 50mm 63,5 103,0 46 73,0 134 72,5 230,0 69 65

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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