K-FI HANSA PRO

Compressed air filter, with manual/semi-automatic condensate drain,

HANSAVFLEX

HANSA PRO
Caracteristici a—
Temperaturd mediu -10°Cto +50 °C 'u.,‘ lr 7'3[

Temperaturd ambientala

-10°Cto +50 °C

Medii

Aer comprimat

Tip constructiv

Centrifugal filter
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Tip de fixare Line mounting, mounting kit or wall mounting I 5
Pozitie de montare Vertical, drain down

Finetea filtrului 5,00 pm

Cantitate max. de condens 49 cc

Debit nominal G 1/2

3.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Debit nominal G 3/8

3.500 I/min (P1 = 6 bar/Delta P = 1 bar)

Pe max

16 bar

Element filtrant Cellpor
Carcasa PAG6
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Denumire Recipient Dimensiunea constructiva Scurgere pentru condens

K- 07 25 21 20 G3/8i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 21 G1/2i polycarbonate with protective cage 2 manual / semi-automatic
K- 07 25 21 22 G3/8i zinc with visual display 2 manual / semi-automatic
K- 07 25 21 23 G1/2i zinc with visual display 2 manual / semi-automatic

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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HANSA-FLEX AG

www.hansa-flex.com



