K-T STECK VB SCHANH 20-63 INFI

T-push-in connector @ 20 mm — & 63 mm with integrated gooseneck

HANSAVFLEX

Caracteristici
Medii

Compressed air, vacuum, inert gases

Presiune de lucru

-0,99 bar - 15 bar

Domeniu de temperaturi

-20°Cto +80 °C

Garnitura de etangare

NBR

Carcasa

Nickel-plated brass

Inel de fixare

Stainless steel 1.4301
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Piulita Nickel-plated brass

Inel O NBR

Inele de siguranta Technopolymer

Articol

Denumire @ exterior teava Deschiderea Deschiderea
cheii 1 cheii 2
(mm) (mm)

K-07405392 20-20-20mm 315 315 480 225 200 20 345 345 1090 540 28 30 30

K-07405393 25-20-25mm 380 315 455 275 250 20 425 345 1215 590 35 35 30

K-07405394 32-20-32mm 460 315 545 315 320 20 520 345 1465 63,0 45 45 30

K-07405395 32-25-32mm 460 380 545 315 320 25 520 425 1465 70,0 45 45 35

K-07405396 40-20-40mm 525 315 600 345 400 20 630 345 1655 660 55 55 30

K-07405397 40-25-40mm 525 380 60,0 345 400 25 63,0 425 1655 730 55 55 35

K-07405398 50-20-50mm 635 315 735 415 500 20 730 345 2010 730 65 65 30

K-07405399 50-25-50mm 635 385 735 410 500 25 730 425 2010 800 65 65 35

K-07405400 50-32-50mm 635 460 735 410 500 32 730 520 2010 875 65 65 45

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
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HANSA-FLEX AG

www.hansa-flex.com



