
K-HUBBEGRENZEINH PU-DAEMPFER MXS
MXS stroke adjuster with PU-buffer

În pofida controlului minuţios nu putem exclude eventualele informaţii eronate şi nu garantăm pentru datele cuprinse.
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Caracteristici
Serie MXS

Descriere
Stroke adjuster extension end with PU bumper, series MXS, adjustment range for extension stroke: 0 - 5 mm, piston diameter 12 mm

Articol
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Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
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Stroke unit with PU damper
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Stroke unit with shock absorber
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for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 15 mm
for return stroke: 25 mm
for return stroke: 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
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for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm


