HK RK E
Supapa de retinere cu carcasa tip E HANSA[/FLEX

Caracteristici ~ . ;
Executie Dispozitiv de blocare cu bila ﬁ” : - {_\"'
mounted in reverse direction BRG] L] | _.[
Material Carcasa: Otel galvanizat | |
Piese interioare din otel
Presiune de lucru  max. 700 bari : i\ i 3
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Articol
Denumire Presiune initiala Q max. Greutate
(CED) (L/min) (kg)
HKRK O E 700 0,1 10 G 1/8” 8,0 28,0 14,0 12,5 14 0,03
HKRK1E 700 0,2 20 G 1/4" 12,0 43,0 19,0 12,5 19 0,06
HKRK 2 E 700 0,2 50 G 3/8" 12,0 44,0 22,0 20,5 22 0,09
HKRK 3 E 500 0,2 80 G1/2 14,0 52,0 26,0 24,0 27 0,14
HKRK 4 E 500 0,1 120 G 3/4" 16,0 60,0 32,0 30,0 36 0,30
Accesorii

HK RK  Supapa de retinere RK

In pofida controlului minutios nu putem exclude eventualele informatii eronate si nu garantam pentru datele cuprinse.
02.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



