AUTOGEN-ZWILLING
COBOEHHbBIN aBTOreHHbIW WNaHr (CUHWIA + KPaCHbIN) HANSA[/FLEX

CaoiicTBa
O6nacTb npumeHeHns  AeToreHHoe oGopyLoBaHue

Ocobble npusHakm  nagkoe Hapy)XHOe NoKpbITUe
Hopma EN ISO 3821 (formerly EN 559)

BHyTpeHHui cnoi CuHTeTM4eckas pesvHa

BcTtaBka OpHa npocrnolika B Bue TEKCTUNbHOW ONNETKM
HapyxHblit cnoii CuHTeTMYeckas pesvHa

Liser CUHWUI + KpacHbIN

PaGoune cpeabl CuvHuiA: ra3oo6pasHkIi kucnopos

KpacHblili: razoobpasHbivi aueTuneH

Uapenue

HavnmeHoBaHne Pa6o4yee naBneHue BHyTpeHHuiA gnameTp ([B) X TOMLL. CTEHOK [MpogasnuBsatoLlee ycunue [nvHa pynoHa
(CED) (CED) (m)

AUTOGEN ZWILLING 20,0 KpacHbliii: 9,0 x 3,5; cunui: 6,0 x 5,0 60 50

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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