RMM 160
MaHomeTpbl 6e3 rM1LEepPMHOBOro HanoNMHeHUs HANSA[/FLEX

CaoiicTBa

Mogens Pipe spring pressure gauge without glycerine ’
filling

CoepnuHenue 1 HapyxHas pesbba BSP, unnuHgpuyeckas

®opma ynnotHeHus 1 Mnockoe ynnoTHeHue ¢ Landoii

CoenuHeHune BHU3Y
Hopma EN 837-1

O6nactb TeMnepatyp  cpeacTBo Makc. +60 °C
OxkpyxatoLen cpeapl oT -20 °C go +60 °C

YkasaHue
O6nacTtb npuMeHeHnA Npu Harpy3ke NoKos: 3/4 KOHEYHOro 3Ha4YeHus LKanbl.
O6nacTb NPUMEHEHUS NPU NEPEMEHHOI Harpyske: 2/3 KOHEYHOro 3Ha4YeHNs LWKarnbl.

NU3penue

HanmeHoBaHue HomuHanbHas BenuynHa @ [nanasoH LwKanbl Knacc kayectBa CoenuHeHne
RMM 160-0.6 160 0...0,6 1,6 G 1/2"-14
RMM 160-1 160 0...1 1,6 G 1/2"-14
RMM 160-1.6 160 0..1,6 1,6 G 1/2"-14
RMM 160-2.5 160 0..2,5 1,6 G 1/2"-14
RMM 160-4 160 0.4 1,6 G1/2"-14
RMM 160-6 160 0...6 1,6 G1/2"-14
RMM 160-10 160 0...10 1,6 G1/2"-14
RMM 160-16 160 0...16 1,6 G1/2"-14
RMM 160-25 160 0..25 1,6 G 1/2"-14
RMM 160-40 160 0...40 1,6 G 1/2"-14

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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