HK VGU
KoHTponbHo-3anpaso4Hoe ycTtpoincteo VGU HANSA[/ FLEX

CsolicTBa

Komnnekr noctaeku  Tester and charging unit with 2 pressure gauges
(0-25 bar / 0-250 bar) and connection M28x1.5
Protective case
Connection adapter 7/8" long
Connection adapter 5/8"
High-pressure hose 2.5 m long
Allen key size 6
Replacement seals
WHCTpyKUMa no akcnnyaTaumm

YkasaHue

BHumaHwve! [ina 3anpaBku NCNOMb30BaTh TONBLKO TEXHUYECKWIA @30T, 3anpeLlaeTcs
NPUMEHSTL K1cnopog unm so3ayx!
B3pbiBoonacHo!

OnucaHve

The precharge pressure of hydraulic accumulators can be checked, reduced and increased. Fits on all bladder accumulators and diaphragm accumulators
with M28 x 1.5 charging port.

U3penue

HavnmeHoBaHve Bec
()}

HK VGU BSD 25 250 2,50

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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