K-MANO ABSPV ZAPF SPAN MUF 16271A

Pressure gauge valves, male - female/female, with test socket M 20 x

1.5, DIN 16271 HANSA[/FLEX

CBolicTBa

PaGouee paBneHue max. 250 bar brass, max. 400 bar steel/
stainless steel

Temnepatypa Max. +120 °C with brass/steel;
Max. +200 °C for stainless steel

MaTepuan Bcex netanew Stainless steel

Ha6uBouHbLIA MaTepuan PTFE

Kopnyc Brass, black-finished steel or stainless
steel 1.4571

MaxoBMK Plastic

HakupgHas raiika ctaxHon Mydptel  Steel

K ronoska Stainless steel

YkasaHue
I'Ipoqme AaHHbl€ TONbKO MO 3anpocy.

OnucaHue
They are used as shut-off or reducing elements for pressure gauges when measuring liquids, gases or steam.

N3penue
HavnmeHoBaHve Pe3bba PN (6ap) SW Matepuan
(mm)
K- 07 20 11 25 G1/2 250 27 JlaTtyHb
K- 07 20 11 26 G1/2 400 27 Black-finished steel
K- 07 20 11 24 G1/2 400 27 Stainless steel

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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