K-DRS WECHSELKONTAKT
Pressure switches, changeover type HANSA[/ FLEX

CeolicTBa

Mopens Spring-loaded diaphragm (NBR); Spring-
loaded piston (10 to 70 bar versions)

O6nacTb NpUMEHeHust Air, hydraulic oil, oil emulsions, water

Temnepatypa okpyxaiowei cpeasl -25°C to +85 °C

MopkniodeHue k anektpoceTn  Tab connectors 3 x 6.3 x 0.8

YacToTa nepeknioueHum 200/min.
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HanpsxkeHue nepeknioueHus 42V

OyHKLUS Changeover e i
Marepuan Galvanised steel W
YkasaHue

[Mpoyre gaHHblEe TONBLKO NO 3anpocy.

OnucaHve

For liquid, non-corrosive and gaseous media. Easy to adjust, even under pressure. Can be integrated in any mounting position. Pressure adjustment by
means of a hexagon-head screw.

Usnenue

HavnmeHoBaHue Pesbba [nanasoH perynuposku Matepuan

K- 07 30 28 33 G1/4 0,3-2,0 bar Galvanised steel
K- 07 30 28 34 G 1/4 1,0- 10,0 bar Galvanised steel
K- 07 30 28 35 G 1/4 10,0 - 70,0 bar Galvanised steel

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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