K-MV G 24

Normally closed, 24 V DC (direct current), directly operated

vV DCD

HANSAVFLEX

CeolicTBa A
Moakniouenme k anektpoceth  For Pg 11P connector socket, acc. to DIN |
4400
CteneHb 3awuThbl IP65 (with connector socket fitted) ——
Temnepatypa cpefbl max. +90 °C with Perbunan-seal; e
max. +130 °C with FKM-Seal i
Kopnyc, ceano knanaHa  Stainless steel | T
BHyTpeHHue geTtanu Stainless steel |
YnnoTHeHne Perbunan (NBR) or FKM — T
N CUT
B
YkasaHue
[Mpoune aaHHbIEe TOMNBKO MO 3anpocy.
OnucaHue
Available versions, Directly operated, Combined operation
Uspenue
HavnmveHoBaHne Pesbba Makc. paboyee gaBnexHune NW (ycnoBHbin npoxoa) HabvBouyHbI MaTepyuan A B KoHcTpykuus
(bar) (mm) (mm)
K-07302318 G1/8 10 2,4 80,0 30,0 1
K-07302320 NPT1/8 10 2,4 80,0 30,0 1
K-07302319 G1/4 3 4,0 80,0 45,0 1
K-07302321 G1/4 3 4,0 80,0 45,0 1

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.

22.10.2025

HANSA-FLEX AG

www.hansa-flex.com 1



