K-RD KLEINSTBAUWEISE

Unidirectional valves, mini series

HANSAVFLEX

CBoiicTBa
Pabouyee paBsneHue

10 bar

Pe3b6a, onucaHue

M-thread acc. DIN 13 (228.00), G-thread
acc. DIN EN 1SO 228-1 (228.01 to
228.04), R/Rp-thread to ISO 7-1

Temnepatypa cpegnbl

max. +70 °C

Pa3smbikaloliee aaBneHue

min. 0.2 bar

Temnepatypa okpyxaioLlei cpefbl

Max. +70 °C

HabuBouHbii maTepuan

HUTpUnbHbBIN Kay4yk

Kopnyc

Nickel-plated brass

YkasaHue

[Mpoyre gaHHbIEe TONBLKO No 3anpocy.

N3penue

HaumeHoBaHue Pesbba OnuHa
(mm)

K- 07 30 24 41 R/Rp 1/8 26,0

K- 07 30 24 42 R/Rp 1/4 32,0

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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